HVAC Duct

INSTALLATION BEST PRACTICE GUIDE

Market Conditions

The construction market is incredibly competitive. Skilled installers and schedule compression
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the market, contractors need to find new ways to differentiate and win.

The CADDY Solution
nVent CADDY products are designed to provide innovative solutions that reduce project cost
through labor savings. The best way to do this is through prefabrication. Prefabrication reduces
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Prefabrication of duct work can be broken up into two main methodologies based on the duct
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will be used.

Rectangular Duct

Rectangular duct can be prefabricated two ways: attaching directly to the duct or attaching the
duct to strut. In both situations, nVent CADDY Rod Lock “push-to-install” technology enables easy
installation of preassembled pieces.

When attaching directly to the duct, installers should screw Rod Lock Duct Brackets into the side
CADDY ROD LOCK STRUT of the duct. Threaded rod should be attached at structure, and the duct assemblies are easily lifted
and locked into place.

In strut mounted applications, duct is attached to Rod Lock Strut and the strut is pushed onto the
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Round Duct

Round duct is prefabricated with wire rope looped around the duct and held in place by the nVent

CADDY Speed Link SLK Locking Device. Once on the jobsite, the assembly is lifted and installed at
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be positioned closer to the load than any other locking devices on the market, hiding it from view

CADDY SPEED LINK SLK DEVICE and creating a much more aesthetically pleasing finished product.
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