
IP 54 | TYPE 12

We connect and protect

Description: Filter fan for forced ventilation. nVent HOFFMAN 

Material:

Temperature range:

Protection: IP 54 | TYPE 12.

Finish:

Pack quantity:

EF
High Flow Filter Fan

This vertical filter fan, EF, with a IP 54 protection degree,
is easy to install thanks to its click-in feature. Unnecessary 
downtime is avoided, since water and dust are prevented 
from entering the enclosure through the filter, and the 
reliable fan motor will ensure constant ventilation.
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EF+EFA 

(m³/h)

Filter mat 
(EN779) Filtration 

Service 
life L10 
(40ºC)

(h)

Bearing 
type

Noise 
(dB)

Cut-out 
(mm)

Weight 
(kg)

Current 
(A). (W) Fuse (A)

12/14 G4 Sleeve 12/11

G4 Sleeve 44 125

G4 Sleeve

G4 Ball 1.45

G4 Ball 42

Ball 54

445/445 Ball

Ball

EF+EFA 

(m³/h)

Filter mat 
(EN779) Filtration 

Service 
life L10 
(40ºC)

(h)

Bearing 
type

Noise 
(dB)

Cut-out 
(mm)

Weight 
(kg)

Current 
(A). (W) Fuse (A)

12/14 G4 Sleeve 12/11 115R5

G4 Sleeve 44 125 115R5

G4 Sleeve 115R5

G4 Ball 1.45 115R5

G4 Ball 115R5

Ball 52 115R5

445 Ball 115R5

Ball 115R5

EF+EFA 

(m³/h)

Filter mat 
(EN779) Filtration 

Service 
life L10 
(40ºC)

(h)

Bearing 
type

Noise 
(dB)

Cut-out 
(mm)

Weight 
(kg)

Current 
(A). (W) Fuse (A)

12/14 G4 Ball 24R5

G4 Ball 44 24R5

G4 Ball 24R5

G4 Ball 24R5

G4 Ball 42 1.45 24R5
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Our powerful portfolio of brands:


